
cur_flags=0x1	interest_flags=0x800002

cur_flags=0x0	interest_flags=0x800002

./lf_associate_ap.pl	--action	step2	--mgr	jedtest	\
			--resource	1	--radio	wiphy0	\
			--ssid	jedtest	--first_sta	sta100	\
			--num_stations	1	--first_ip=DHCP	\
			--wifi_mode	abgn	--security	wpa2	\
			--passphrase	jedtest1	--quiet=0
			

'add_sta'	'1'	'1'	'wiphy0'	'sta100'	'1024'	'jedtest'
			'NA'	'jedtest1'	'AUTO'	'NA'	'00:E3:F7:91:4A:1A'	'5'	'NA'
			'NA'	'NA'	'NA'	'NA'	'1024'	'NA'	'NA'	'NA'	'NA'
			

			my	$sta1_cmd			=	fmt_vsta_cmd($::resource,	$::sta_wiphy,	$sta_name,
																																	"$flags",	"$::ssid",	"$::passphrase",
																																	$mac_addr,	"$flagsmask",	$wifi_m);
			doCmd($sta1_cmd);
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						return	fmt_cmd("add_sta",	1,	$resource,	$sta_wiphy,	$sta_name,	"$flags",
																		"$ssid",	"NA",	"$key",	$ap,	$cfg_file,	$mac,
																		$mode,	$rate,	$amsdu,	$ampdu_factor,	$ampdu_density,
																		$sta_br_id,	"$flags_mask"	);
			


