Objective

The Station Connection 2 Test is designed to test the performance of the Access Point with running TCP and UDP traffic
for an amount of time. Verifies the station connected to the requested BSSID if bssid is specified.

Device Under Test Information

DUT Name GT-AXE11000
DUT Hardware Version 1.0
Device Under Test DUT Software Version v3.0.0.4.386.0000
DUT Serial Number M32A
SSID axe11000_5g
Test Configuration
LANforge ip localhost
LANforge port 8080
LANforge resource 1
Upstream 1.1.eth2
Radio 1.1.wiphy1
SSID axe11000_5g
Test Configuration
Security wpa2
A side pdu 1200
B side pdu 1500
Download bps 256000
Upload bps 256000
Test Duration 40
Layer 3 Station Connect 2 Traffic Results
Time ) Stafion- | UL-Min- UL-Max- DL-Min- DL-Max. | U | Ut~ | BL- | DL UDP- TP ubP- TP UDTIC:;?(EP- UDTE;;J(I;P- UI;?;?!;P—
epoch Time Count | Requested | Requested | Requested | Requested Min- | Max- | Min- | Max- | Upload- | Upload- | Download- | Download- Upload- | Download- | UL/DL-
PDU | PDU | PDU | PDU bps bps bps bps bps bps bps
1655813679 | 06_21_2022_05_14.39 | 1 256000 256000 256000 256000 1200 | 1200 | 1500 | 1500 | 253265 | 246500 | 252501 246543 499765 499044 998809
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